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One world. One KEMET

Overview

KEMET’s 900 Series encapsulated radial leaded ceramic 
�H�M�W�G���G�E�T�E�G�M�X�S�V�W���E�V�I���W�T�I�G�M�¤�G�E�P�P�]���H�I�W�M�K�R�I�H���J�S�V���M�R�X�I�V�J�I�V�I�R�G�I��
�W�Y�T�T�V�I�W�W�M�S�R���%�'���P�M�R�I���¤�P�X�I�V�M�R�K���E�T�T�P�M�G�E�X�M�S�R�W�����,�E�Z�M�R�K���M�R�X�I�V�R�E-
�X�M�S�R�E�P�P�]���V�I�G�S�K�R�M�^�I�H���W�E�J�I�X�]���G�I�V�X�M�¤�G�E�X�M�S�R�W�����X�L�I�W�I���G�E�T�E�G�M�X�S�V�W��
�E�V�I���[�I�P�P���W�Y�M�X�I�H���J�S�V���E�T�T�P�M�G�E�X�M�S�R�W���X�L�E�X���V�I�U�Y�M�V�I���O�I�I�T�M�R�K���T�S�X�I�R-
�X�M�E�P�P�]���H�M�W�V�Y�T�X�M�Z�I���S�V���H�E�Q�E�K�M�R�K���P�M�R�I���X�V�E�R�W�M�I�R�X�W���E�R�H���)�1�-���S�Y�X��
�S�J���W�Y�W�G�I�T�X�M�F�P�I���I�U�Y�M�T�Q�I�R�X�����8�L�I�]���E�V�I���E�P�W�S���E�R���M�H�I�E�P���W�S�P�Y�X�M�S�R��
�M�R���W�M�X�Y�E�X�M�S�R�W���[�L�I�V�I���X�L�I�V�I���M�W���E���R�I�I�H���X�S���W�Y�T�T�V�I�W�W���P�M�R�I���H�M�W�X�Y�V-
�F�E�R�G�I�W���E�X���X�L�I���W�S�Y�V�G�I�� 
 
�7�E�J�I�X�]���'�I�V�X�M�¤�I�H���'�E�T�E�G�M�X�S�V�W���E�V�I���G�P�E�W�W�M�¤�I�H���E�W���I�M�X�L�I�V���<���E�R�H���S�V��
�=���G�E�T�E�G�M�X�S�V�W�����'�P�E�W�W���<���G�E�T�E�G�M�X�S�V�W���E�V�I���T�V�M�Q�E�V�M�P�]���Y�W�I�H���M�R���P�M�R�I���X�S��
�P�M�R�I�����E�G�V�S�W�W���X�L�I���P�M�R�I�
���E�T�T�P�M�G�E�X�M�S�R�W�����-�R���X�L�M�W���E�T�T�P�M�G�E�X�M�S�R���X�L�I�V�I���M�W��
�R�S���H�E�R�K�I�V���S�J���I�P�I�G�X�V�M�G���W�L�S�G�O���X�S���L�Y�Q�E�R�W���W�L�S�Y�P�H���X�L�I���G�E�T�E�G�M�X�S�V��
�J�E�M�P�����F�Y�X���G�S�Y�P�H���V�I�W�Y�P�X���M�R���E���V�M�W�O���S�J���¤�V�I�����8�L�I���G�P�E�W�W���=���G�E�T�E�G�M�X�S�V���M�W��
�T�V�M�Q�E�V�M�P�]���Y�W�I�H���M�R���P�M�R�I���X�S���K�V�S�Y�R�H�����P�M�R�I���F�]���T�E�W�W�
���E�T�T�P�M�G�E�X�M�S�R�W�����-�R��
�X�L�M�W���E�T�T�P�M�G�E�X�M�S�R�����J�E�M�P�Y�V�I���S�J���X�L�I���G�E�T�E�G�M�X�S�V���G�S�Y�P�H���P�I�E�H���X�S���H�E�R�K�I�V��
�S�J���I�P�I�G�X�V�M�G���W�L�S�G�O��

�;�M�X�L���E���[�S�V�O�M�R�K���Z�S�P�X�E�K�I���S�J�����������:�%�'���M�R���P�M�R�I���X�S���P�M�R�I�����'�P�E�W�W���<�
��
�E�R�H�����������:�%�'���M�R���P�M�R�I���X�S���K�V�S�Y�R�H�����'�P�E�W�W���=�
���E�T�T�P�M�G�E�X�M�S�R�W�����X�L�I�W�I��
�W�E�J�I�X�]���G�E�T�E�G�M�X�S�V�W���Q�I�I�X���X�L�I���M�Q�T�Y�P�W�I���X�I�W�X���G�V�M�X�I�V�M�E���S�Y�X�P�M�R�I�H���M�R��
�-�)�'���7�X�E�R�H�E�V�H�����������������1�I�I�X�M�R�K���W�Y�F�G�P�E�W�W���<�����E�R�H���=�����V�I�U�Y�M�V�I-
�Q�I�R�X�W�����X�L�I�W�I���H�I�Z�M�G�I�W���E�V�I���G�I�V�X�M�¤�I�H���X�S���[�M�X�L�W�X�E�R�H���M�Q�T�Y�P�W�I�W���Y�T��
�X�S�������/�:�����<���
���E�R�H�������/�:�����=���
���V�I�W�T�I�G�X�M�Z�I�P�]�����8�L�I�W�I���I�R�G�E�T�W�Y�P�E�X�I�H��
�H�I�Z�M�G�I�W���E�P�W�S���Q�I�I�X���X�L�I���¥�E�Q�I���X�I�W�X���V�I�U�Y�M�V�I�Q�I�R�X�W���S�Y�X�P�M�R�I�H���M�R���9�0��
Standard 94V–0.

�6�E�H�M�E�P���0�I�E�H�I�H���'�I�V�E�Q�M�G���(�M�W�G���'�E�T�E�G�M�X�S�V�W

Safety Standard Recognized, 900 Series, Encapsulated,  
AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Ordering Information

C9 7 1 U 472 M Z W D A A 7317
Ceramic 
Series

�&�S�H�]
�(�M�E�Q�I�X�I�V

�0�I�E�H��
�7�T�E�G�M�R�K1,2,4 Spec.

Capacitance 
�'�S�H�I�����T�*�


Capacitance 
Tolerance

Rated 
�:�S�P�X�E�K�I

�(�M�I�P�I�G�X�V�M�G�� 
�8�I�Q�T�����'�L�E�V��

�(�I�W�M�K�R
�0�I�E�H��

�'�S�R�¤�K��1,3,4

Failure 
Rate

�4�E�G�O�E�K�M�R�K 
���'���7�T�I�G�


C9 = 
Ceramic 

900 
Series

0 = 7.0 mm
1 = 8.0 mm
2 = 9.0 mm
3 = 10.0 mm
4 = 11.0 mm
6 = 13.0 mm
8 = 15.0 mm

7 = 7.5 mm
1 = 10.0 
mm 

�9���!��
�7�E�J�I�X�]

Two 
�W�M�K�R�M�¤�G�E�R�X 
�H�M�K�M�X�W���E�R�H 
�R�Y�Q�F�I�V���S�J 

�^�I�V�S�I�W

J = ±5%
K = ±10%
M = ±20%

Z = X1 
440 VAC 
/Y2 300 

VAC

�7���!���7�0��
Y = Y5P
�;���!���=���9
V = Y5V

�(���!��
�(�M�W�G

�%���!���7�X�V�E�M�K�L�X
B = Vertical 
Kink
C = Outside 
Kink
�(���!���-�R�W�M�H�I��
Kink

A = 
N/A

See 
���4�E�G�O�E�K�M�R�K��

C-Spec 
�3�V�H�I�V�M�R�K��
Options 
�8�E�F�P�I����
�F�I�P�S�[

1���(�Y�I���X�S���E���L�M�K�L���V�M�W�O���S�J���E�V�G�M�R�K�������-�R�W�M�H�I���/�M�R�O�����P�I�E�H���G�S�R�¤�K�Y�V�E�X�M�S�R���G�E�R�R�S�X���F�I���G�S�Q�F�M�R�I�H���[�M�X�L���X�L�I�������Q�Q���P�I�E�H���W�T�E�G�M�R�K���S�T�X�M�S�R�����8�L�I�����-�R�W�M�H�I���/�M�R�O�����S�T�X�M�S�R���M�W���S�R�P�]��
�E�Z�E�M�P�E�F�P�I���S�R���G�E�T�E�G�M�X�S�V�W���[�M�X�L���P�I�E�H���W�T�E�G�M�R�K���S�J�����������Q�Q���S�V���K�V�I�E�X�I�V�������%���T�S�X�I�R�X�M�E�P���J�S�V���E�V�G�M�R�K���Q�E�]���I�\�M�W�X���[�L�I�R���G�S�Q�F�M�R�M�R�K���X�L�I�����-�R�W�M�H�I���/�M�R�O�����P�I�E�H���G�S�R�¤�K�Y�V�E�X�M�S�R��
�[�M�X�L���E���������Q�Q���P�I�E�H���W�T�E�G�M�R�K���S�T�X�M�S�R�����I�W�T�I�G�M�E�P�P�]���M�R���L�M�K�L���L�Y�Q�M�H�M�X�]���I�R�Z�M�V�S�R�Q�I�R�X�W���E�R�H���S�V���[�L�I�R���I�\�T�S�W�Y�V�I���X�S���Z�S�P�X�E�K�I�W���E�R�H���X�V�E�R�W�M�I�R�X�W���Q�E�]���M�Q�T�E�G�X���G�V�I�I�T�E�K�I���E�R�H��
�G�P�I�E�V�E�R�G�I���V�I�U�Y�M�V�I�Q�I�R�X�W��

2���'�E�T�E�G�M�X�S�V���F�S�H�]���H�M�E�Q�I�X�I�V���[�M�P�P���P�M�Q�M�X���E�Z�E�M�P�E�F�P�I���P�I�E�H���W�T�E�G�M�R�K���E�R�H���T�E�G�O�E�K�M�R�K���S�T�X�M�S�R�W�����7�I�I�����(�M�Q�I�R�W�M�S�R�W�����E�R�H�����4�V�S�H�Y�G�X���3�V�H�I�V�M�R�K���'�S�H�I�W���E�R�H���6�E�X�M�R�K�W�����W�I�G�X�M�S�R�W��
�S�J���X�L�M�W���H�S�G�Y�Q�I�R�X���X�S���H�I�X�I�V�Q�M�R�I���E�Z�E�M�P�E�F�M�P�M�X�]��

3�����:�I�V�X�M�G�E�P���/�M�R�O���������3�Y�X�W�M�H�I���/�M�R�O�����E�R�H�����-�R�W�M�H�I���/�M�R�O�����P�I�E�H���G�S�R�¤�K�Y�V�E�X�M�S�R�W���G�E�R�R�S�X���F�I���G�S�Q�F�M�R�I�H���[�M�X�L���X�L�I���F�Y�P�O���������Q�Q���P�I�E�H���P�I�R�K�X�L���S�T�X�M�S�R�����;�0�����
�����������Q�Q���P�I�E�H��
�P�I�R�K�X�L���M�W���S�R�P�]���E�Z�E�M�P�E�F�P�I���S�R���G�E�T�E�G�M�X�S�V�W���[�M�X�L���W�X�V�E�M�K�L�X���P�I�E�H�W�����P�I�E�H���G�S�R�¤�K�Y�V�E�X�M�S�R���S�V�H�I�V�M�R�K���G�S�H�I�����%���
�����*�S�V���R�S�R�W�X�E�R�H�E�V�H���P�I�E�H���P�I�R�K�X�L���M�R�U�Y�M�V�M�I�W�����T�P�I�E�W�I���G�S�R�X�E�G�X��
�/�)�1�)�8��

4���&�Y�P�O���T�E�G�O�E�K�M�R�K���P�I�E�H���P�I�R�K�X�L���E�Z�E�M�P�E�F�M�P�M�X�]���M�W���H�I�T�I�R�H�I�R�X���Y�T�S�R�����0�I�E�H���'�S�R�¤�K�Y�V�E�X�M�S�R�����E�R�H�����0�I�E�H���7�T�E�G�M�R�K�������7�I�I�����(�M�Q�I�R�W�M�S�R�W�����W�I�G�X�M�S�R���S�J���X�L�M�W���H�S�G�Y�Q�I�R�X���X�S��
�Z�I�V�M�J�]���E�Z�E�M�P�E�F�M�P�M�X�]���S�J���E���W�T�I�G�M�¤�G���P�I�E�H���P�I�R�K�X�L���S�T�X�M�S�R�����*�S�V���R�S�R�W�X�E�R�H�E�V�H���P�I�E�H���P�I�R�K�X�L���M�R�U�Y�M�V�M�I�W�����T�P�I�E�W�I���G�S�R�X�E�G�X���/�)�1�)�8��
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Lead Configurations

Straight Vertical Kink Outside Kink Inside Kink1

D T

LL

S
F

3.0
Maximum
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Approval Standard and Certification No.

Safety Standard Standard No. Subclass Working Voltage Certificate No.
�:�(�)

���)�2�)�'�

�-�)�'�������������i����

X1 440 VAC
40036415

Y2 300 VAC

�9�0
CAN/CSA

�9�0�������������i�������E�R�H
E60384–14

X1 440 VAC
E356389

Y2 300 VAC

�8�L�I�W�I���H�I�Z�M�G�I�W���E�V�I���:�(�)���)�2�)�'���E�R�H���9�0���V�I�G�S�K�R�M�^�I�H���J�S�V���E�R�X�I�R�R�E���G�S�Y�T�P�M�R�K���E�R�H���%�'���P�M�R�I���X�S���P�M�R�I�����'�P�E�W�W���<�
���E�R�H���P�M�R�I���X�S���K�V�S�Y�R�H�����'�P�E�W�W���=�
���E�T�T�P�M�G�E�X�M�S�R�W���T�I�V��
�-�)�'�����������i�������E�R�H���9�0�������������i������

Environmental Compliance

�8�L�I�W�I���H�I�Z�M�G�I�W���E�V�I���,�E�P�S�K�I�R���J�V�I�I���E�R�H���6�S�,�7���'�S�Q�T�P�M�E�R�X�����8�L�I�]���Q�I�I�X���E�P�P���V�I�U�Y�M�V�I�Q�I�R�X�W���W�I�X���J�S�V�X�L���F�]���F�S�X�L���)�9���E�R�H���'�L�M�R�E���6�S�,�7��
directives.

General Specifications/Performance Characteristics

Dielectric/Temperature Characteristic SL Y5P Y5U Y5V

�3�T�I�V�E�X�M�R�K���8�I�Q�T�I�V�E�X�Y�V�I���6�E�R�K�I�� �—�����q�'���X�S�����������q�'

�'�E�T�E�G�M�X�E�R�G�I���'�L�E�R�K�I���[�M�X�L���6�I�J�I�V�I�R�G�I���X�S���������q�'�� 
�E�R�H�������:�(�'���%�T�T�P�M�I�H�����8�'�'�
��

�—�������������b�������������T�T�Q��
ºC 

±10% �������	���—�����	 �b���������	���—�����	

�(�M�I�P�I�G�X�V�M�G���;�M�X�L�W�X�E�R�H�M�R�K���:�S�P�X�E�K�I�� 
�����������Q�Q���E�R�H���������Q�Q���0�I�E�H���7�T�E�G�M�R�K�


2,600 VAC 
�������r�����W�I�G�S�R�H�W���E�X�������{�'�


�5�Y�E�P�M�X�]���*�E�G�X�S�V�����5�


�������T�*���E�R�H���E�F�S�Z�I���� 
�ž��������������

�&�I�P�S�[���������T�*�����ž����������
���������\�'�
��

�7�I�I���p�(�M�W�W�M�T�E�X�M�S�R���*�E�G�X�S�V�q

�(�M�W�W�M�T�E�X�M�S�R���*�E�G�X�S�V�����X�E�R�½�
���E�X���������{�'1 �7�I�I���p�5�Y�E�P�M�X�]���*�E�G�X�S�V�q2.50% 2.50% 5.0%

�-�R�W�Y�P�E�X�M�S�R���6�I�W�M�W�X�E�R�G�I�����-�6�
���0�M�Q�M�X���E�X���������q�'���������������1�¹���1�M�R�M�Q�Y�Q 
�����������:�(�'���E�T�T�P�M�I�H���J�S�V�������r�����W�I�G�S�R�H�W���E�X�������q�'�


���'���!���2�S�Q�M�R�E�P���G�E�T�E�G�M�X�E�R�G�I
1���'�E�T�E�G�M�X�E�R�G�I���E�R�H���(�M�W�W�M�T�E�X�M�S�R���*�E�G�X�S�V�����(�*�
���Q�I�E�W�Y�V�I�H���Y�R�H�I�V���X�L�I���J�S�P�P�S�[�M�R�K���G�S�R�H�M�X�M�S�R�W����
���� �7�0���������1�,�^���r�����������O�,�^���E�R�H�����������r���������:�V�Q�W��
���� �<���4�����=���9���E�R�H���=���:���������O�,�^���r���������,�^���E�R�H�����������r���������:�V�Q�W����
�2
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Table 1 – Product Ordering Codes and Ratings

�����
���8�S���T�V�S�T�I�V�P�]���G�S�Q�T�P�I�X�I���S�V�H�I�V�M�R�K���G�S�H�I�����M�R�W�I�V�X���X�L�I���S�R�I���H�M�K�M�X���R�Y�Q�I�V�M�G���G�S�H�I���X�S���V�I�¥�I�G�X���V�I�U�Y�M�V�I�H���P�I�E�H���W�T�E�G�M�R�K�������2�S�X�I���X�L�E�X���W�I�P�I�G�X���G�E�T�E�G�M�X�E�R�G�I���Z�E�P�Y�I�W���E�R�H��
�T�E�G�O�E�K�M�R�K���S�T�X�M�S�R�W���Q�E�]���P�M�Q�M�X���P�I�E�H���W�T�E�G�M�R�K���E�Z�E�M�P�E�F�M�P�M�X�]�����7�I�I���X�E�F�P�I���E�F�S�Z�I���X�S���Z�I�V�M�J�]���E�Z�E�M�P�E�F�M�P�M�X�]���
��
�� �����!�����������Q�Q
�� �����!�������������Q�Q��
�����
���8�S���T�V�S�T�I�V�P�]���G�S�Q�T�P�I�X�I���S�V�H�I�V�M�R�K���G�S�H�I�����M�R�W�I�V�X���X�L�I���S�R�I���H�M�K�M�X���G�L�E�V�E�G�X�I�V���G�S�H�I���X�S���V�I�¥�I�G�X���X�L�I���V�I�U�Y�M�V�I�H���P�I�E�H���G�S�R�¤�K�Y�V�E�X�M�S�R�������7�I�I�����0�I�E�H���'�S�R�¤�K�Y�V�E�X�M�S�R�����W�I�G�X�M�S�R��
�S�J���X�L�M�W���H�S�G�Y�Q�I�R�X�����T�E�K�I���������J�S�V���J�Y�V�X�L�I�V���H�I�X�E�M�P�W���

�� �%���!���7�X�V�E�M�K�L�X
 B = Vertical Kink
�� �'���!���3�Y�X�W�M�H�I���/�M�R�O
 D = Inside Kink
�����
���8�S���T�V�S�T�I�V�P�]���G�S�Q�T�P�I�X�I���S�V�H�I�V�M�R�K���G�S�H�I�����I�R�X�I�V���X�L�I���J�S�Y�V���H�M�K�M�X���R�Y�Q�I�V�M�G���S�V���E�P�T�L�E�R�Y�Q�I�V�M�G�����4�E�G�O�E�K�M�R�K���'���7�T�I�G���3�V�H�I�V�M�R�K���'�S�H�I�������7�I�I�����(�M�Q�I�R�W�M�S�R�W�����W�I�G�X�M�S�R���S�J��
�X�L�M�W���H�S�G�Y�Q�I�R�X�����T�E�K�I���������J�S�V���E�Z�E�M�P�E�F�P�I���S�T�X�M�S�R�W��

Dielectric/  
Temp. 
Char.

KEMET  
Part Number Capacitance

Capacitance 
Tolerance

Dimensions (mm) Lead Spacing

Body 
Diameter 

(Maximum)

Body 
Thickness 
(Maximum)

Lead 
Diameter

Bulk 
Packaging

Ammo 
Packaging

�7�0

�'���������
�9�������.�>�7�(�����
�%�����
 10 pF

±5% 

7.0

5.0 0.55 ±0.1
7.5 mm

or
10 mm

�'���������
�9�������.�>�7�(�����
�%�����
 12 pF
�'���������
�9�������.�>�7�(�����
�%�����
 15 pF
�'���������
�9�������.�>�7�(�����
�%�����
 18 pF
�'���������
�9�������.�>�7�(�����
�%�����
 20 pF
�'���������
�9�������.�>�7�(�����
�%�����
 22 pF
�'���������
�9�������.�>�7�(�����
�%�����
 24 pF
�'���������
�9�������.�>�7�(�����
�%�����
 27 pF
�'���������
�9�������.�>�7�(�����
�%�����
 30 pF
�'���������
�9�������.�>�7�(�����
�%�����
 33 pF
�'���������
�9�������.�>�7�(�����
�%�����
 36 pF
�'���������
�9�������.�>�7�(�����
�%�����
 39 pF
�'���������
�9�������.�>�7�(�����
�%�����
 47 pF
�'���������
�9�������.�>�7�(�����
�%�����
 50 pF
�'���������
�9�������.�>�7�(�����
�%�����
 51 pF
�'���������
�9�������.�>�7�(�����
�%�����
 56 pF

8.0
�'���������
�9�������.�>�7�(�����
�%�����
 62 pF
�'���������
�9�������.�>�7�(�����
�%�����
 68 pF
�'���������
�9�������.�>�7�(�����
�%�����
 75 pF
�'���������
�9�������.�>�7�(�����
�%�����
 82 pF 9.0
�'���������
�9�������.�>�7�(�����
�%�����
 100 pF 10.0

Y5P

�'���������
�9�������/�>�=�(�����
�%�����
 100 pF

±10% 

7.0

5.0 0.55 ±0.1
7.5 mm

or
10 mm

�'���������
�9�������/�>�=�(�����
�%�����
 150 pF
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Table 2 – Performance & Reliability: Test Methods and Conditions

Item Specification Test Method

�3�T�I�V�E�X�M�R�K���8�I�Q�T�I�V�E�X�Y�V�I���6�E�R�K�I �—�����{�'���X�S�����������{�'

�(�M�I�P�I�G�X�V�M�G��
�7�X�V�I�R�K�X�L

Between lead 
wires

�2�S���J�E�M�P�Y�V�I�W �8�L�I���G�E�T�E�G�M�X�S�V���W�L�E�P�P���R�S�X���F�I���H�E�Q�E�K�I�H���[�L�I�R���������������:�%�'���V�Q�W�
���M�W��
�E�T�T�P�M�I�H���F�I�X�[�I�I�R���X�L�I���P�I�E�H���[�M�V�I�W���J�S�V���������W�I�G�S�R�H�W��

�&�S�H�]���-�R�W�Y�P�E�X�M�S�R�2�S���J�E�M�P�Y�V�I�W

�8�L�I���X�I�V�Q�M�R�E�P�W�����P�I�E�H�W�
���S�J���X�L�I���G�E�T�E�G�M�X�S�V��
�W�L�E�P�P���F�I���G�S�R�R�I�G�X�I�H���X�S�K�I�X�L�I�V�����%���Q�I�X�E�P���J�S�M�P��
�M�W���X�M�K�L�X�P�]���[�V�E�T�T�I�H���E�V�S�Y�R�H���X�L�I���F�S�H�]���S�J���X�L�I��
�G�E�T�E�G�M�X�S�V���E�X���E���H�M�W�X�E�R�G�I���S�J���E�F�S�Y�X�������X�S�������Q�Q��
�J�V�S�Q���I�E�G�L���X�I�V�Q�M�R�E�P�����8�L�I���G�E�T�E�G�M�X�S�V���M�W���X�L�I�R��
�M�R�W�I�V�X�I�H���M�R�X�S���E���G�S�R�X�E�M�R�I�V���¤�P�P�I�H���[�M�X�L���Q�I�X�E�P��
�F�E�P�P�W���E�T�T�V�S�\�M�Q�E�X�I�P�]�������Q�Q���M�R���H�M�E�Q�I�X�I�V����������������
�:�%�'���V�Q�W�
���M�W���E�T�T�P�M�I�H���J�S�V���������W�I�G�S�R�H�W���F�I�X�[�I�I�R��
�X�L�I���G�E�T�E�G�M�X�S�V���P�I�E�H���[�M�V�I�W���E�R�H���Q�I�X�E�P���F�E�P�P�W��

Metal
Foil

Metal
Balls

about
3 to 4 mm

�-�R�W�Y�P�E�X�M�S�R���6�I�W�M�W�X�E�R�G�I�����-�6�
���������������1�¹���Q�M�R�M�Q�Y�Q �8�L�I���M�R�W�Y�P�E�X�M�S�R���V�I�W�M�W�X�E�R�G�I���W�L�E�P�P���F�I���Q�I�E�W�Y�V�I�H���[�M�X�L���������r�������:�(�'��
�E�T�T�P�M�I�H���E�J�X�I�V�������r�����W�I�G�S�R�H�W���S�J���G�L�E�V�K�M�R�K����

Capacitance �;�M�X�L�M�R���W�T�I�G�M�¤�I�H���X�S�P�I�V�E�R�G�I

�=���4�����=���9���E�R�H���=���:�����'�E�T�E�G�M�X�E�R�G�I���M�W���Q�I�E�W�Y�V�I�H���E�X�������O�,�^���r�����	���E�R�H������
�:�V�Q�W���S�V���P�I�W�W�����������r���q�'�
 
�7�0�����'�E�T�E�G�M�X�E�R�G�I���M�W���Q�I�E�W�Y�V�I�H���E�X�������1�,�^���r�����	���E�R�H���������r���������:�V�Q�W��
�������q�'�
�(�M�W�W�M�T�E�X�M�S�R���*�E�G�X�S�V�����(�*�
���S�V���5

Temperature 
Characteristics

Specification

�=���4�����=���9 �(�*���•���������	

Y5V �(�*���•���������	

�7�0 �ž���������T�*�����5���ž����������
� ���������T�*�����5���ž����������

�����������\���'�

C = Nominal 
capacitance

�8�I�Q�T�I�V�E�X�Y�V�I���'�L�E�V�E�G�X�I�V�M�W�X�M�G�W

Temperature 
Characteristics

Capacitance 
Change

Y5P �;�M�X�L�M�R���r�����	

�=���9 �;�M�X�L�M�R���������	���—�����	��

Y5V �;�M�X�L�M�R��
�b�������	���—�����	

�7�0 �—�������������b����������
ppmºC  

���������{�'���b�������{�'�


�%���G�E�T�E�G�M�X�E�R�G�I���Q�I�E�W�Y�V�I�Q�I�R�X���M�W���Q�E�H�I���E�X���I�E�G�L���W�X�I�T���W�T�I�G�M�¤�I�H��

Step Temperature

1 +20±2ºC

2 �—�����r���{�'

3 +20±2ºC

4 +85±2ºC

5 +20±2ºC

Pre-treatment: 
�'�E�T�E�G�M�X�S�V���M�W���W�X�S�V�I�H���E�X�������r���{�'���J�S�V�������L�S�Y�V���E�R�H���X�L�I�R���T�P�E�G�I�H���E�X���V�S�S�Q��
condition1���J�S�V�������r�����L�S�Y�V�W���F�I�J�S�V�I���Q�I�E�W�Y�V�I�Q�I�R�X��

Terminal 
�7�X�V�I�R�K�X�L

Tensile
�0�I�E�H���[�M�V�I���S�V���G�E�T�E�G�M�X�S�V���F�S�H�]���W�L�E�P�P���R�S�X��

�F�V�I�E�O��

�;�M�X�L���X�L�I���X�I�V�Q�M�R�E�X�M�S�R���M�R���M�X�W���R�S�V�Q�E�P���T�S�W�M�X�M�S�R�����X�L�I���W�T�I�G�M�Q�I�R���M�W���L�I�P�H��
�F�]���M�X�W���F�S�H�]���M�R���W�Y�G�L���E���Q�E�R�R�I�V���X�L�E�X���X�L�I���E�\�M�W���S�J���X�L�I���X�I�V�Q�M�R�E�X�M�S�R���M�W��
�Z�I�V�X�M�G�E�P�����E���X�I�R�W�M�P�I���J�S�V�G�I���S�J���������2���M�W���E�T�T�P�M�I�H���X�S���X�L�I���X�I�V�Q�M�R�E�X�M�S�R���M�R���X�L�I��
�H�M�V�I�G�X�M�S�R���S�J���M�X�W���E�\�M�W���E�R�H���E�G�X�M�R�K���M�R���E���H�M�V�I�G�X�M�S�R���E�[�E�]���J�V�S�Q���X�L�I���F�S�H�]��
�S�J���X�L�I���W�T�I�G�M�Q�I�R����

�&�I�R�H�M�R�K
�0�I�E�H���[�M�V�I���S�V���G�E�T�E�G�M�X�S�V���F�S�H�]���W�L�E�P�P���R�S�X��

�F�V�I�E�O��

�;�M�X�L���X�L�I���X�I�V�Q�M�R�E�X�M�S�R���M�R���M�X�W���R�S�V�Q�E�P���T�S�W�M�X�M�S�R�����X�L�I���W�T�I�G�M�Q�I�R���M�W���L�I�P�H��
�F�]���M�X�W���F�S�H�]���M�R���W�Y�G�L���E���Q�E�R�R�I�V���X�L�E�X���X�L�I���E�\�M�W���S�J���X�L�I���X�I�V�Q�M�R�E�X�M�S�R���M�W��
�Z�I�V�X�M�G�E�P�����E���Q�E�W�W���J�S�V�G�I���S�J�������2���M�W���X�L�I�R���W�Y�W�T�I�R�H�I�H���J�V�S�Q���X�L�I���I�R�H���S�J��
�X�L�I���X�I�V�Q�M�R�E�X�M�S�R�����8�L�I���F�S�H�]���S�J���X�L�I���W�T�I�G�M�Q�I�R���M�W���X�L�I�R���M�R�G�P�M�R�I�H���[�M�X�L�M�R��
�E���T�I�V�M�S�H���S�J�������X�S�������W�I�G�S�R�H�W�����X�L�V�S�Y�K�L���E�R���E�R�K�P�I���S�J���E�T�T�V�S�\�M�Q�E�X�I�P�]�������q��
�M�R���X�L�I���Z�I�V�X�M�G�E�P���T�P�E�R�I���E�R�H���X�L�I�R���V�I�W�Y�Q�I�H���X�S���M�X�W���M�R�M�X�M�E�P���T�S�W�M�X�M�S�R���S�Z�I�V��
�X�L�I���W�E�Q�I���T�I�V�M�S�H���S�J���X�M�Q�I�����X�L�M�W���S�T�I�V�E�X�M�S�R���G�S�R�W�X�M�X�Y�X�I�W���S�R�I���F�I�R�H����
�3�R�I���F�I�R�H���M�Q�Q�I�H�M�E�X�I�P�]���J�S�P�P�S�[�I�H���F�]���E���W�I�G�S�R�H���F�I�R�H���M�R���X�L�I���S�T�T�S�W�M�X�I��
direction. 

1���p�6�S�S�Q���'�S�R�H�M�X�M�S�R�q���M�W���H�I�¤�R�I�H���E�W���J�S�P�P�S�[�W�����8�I�Q�T�I�V�E�X�Y�V�I�����������b�������q�'���,�Y�Q�M�H�M�X�]�����������b�������	���%�X�Q�S�W�T�L�I�V�M�G���4�V�I�W�W�Y�V�I�����������b�����������O�4�E��
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Table 2 – Performance & Reliability: Test Methods and Conditions cont'd

Item Specification Test Method

�,�M�K�L��
Temperature 

�0�M�J�I

Appearance �2�S���Z�M�W�Y�E�P���H�I�J�I�G�X�-�Q�T�Y�P�W�I���:�S�P�X�E�K�I�����)�E�G�L���M�R�H�M�Z�M�H�Y�E�P���G�E�T�E�G�M�X�S�V���M�W���W�Y�F�N�I�G�X�I�H���X�S���X�L�V�I�I������
�O�Z���M�Q�T�Y�P�W�I�W���T�V�M�S�V���X�S���P�M�J�I���X�I�W�X�M�R�K��

PPU

PRUVp

0.9Vp

0.5VpVo
lta

ge

tr
td Time

td
(uS)
46
47

tr
(uS)

1.5

Cx
(uF)
0.01
0.1

�'�E�T�E�G�M�X�S�V�W���E�V�I���T�P�E�G�I�H���M�R���E���G�M�V�G�Y�P�E�X�M�R�K���E�M�V���S�Z�I�R���J�S�V���E���T�I�V�M�S�H���S�J��
�������������L�S�Y�V�W�����8�L�I���E�M�V���M�R���X�L�I���S�Z�I�R���M�W���Q�E�M�R�X�E�M�R�I�H���E�X���E���X�I�Q�T�I�V�E�X�Y�V�I���S�J��
�������q�'���r�����X�L�V�S�Y�K�L�S�Y�X���X�L�I���X�I�W�X�����8�L�I���G�E�T�E�G�M�X�S�V�W���E�V�I���W�Y�F�N�I�G�X�I�H���X�S���%�'��
���������:�V�Q�W�����)�E�G�L���L�S�Y�V���X�L�I���Z�S�P�X�E�K�I���M�W���M�R�G�V�I�E�W�I�H���X�S���������������:�V�Q�W���J�S�V��
0.1 seconds.

Capacitance 
�'�L�E�R�K�I

�=���4�����=���:���E�R�H���=���9�����;�M�X�L�M�R���r�����	 
�7�0�����;�M�X�L�M�R���r�����S�V���r���������T�*�� 

�[�L�M�G�L�I�Z�I�V���M�W���P�E�V�K�I�V��

�-�6
�������������1�¹���Q�M�R�M�Q�Y�Q����

�7�0�����������������1�¹���Q�M�R�M�Q�Y�Q��

�(�M�I�P�I�G�X�V�M�G��
�7�X�V�I�R�K�X�L

�2�S���J�E�M�P�Y�V�I�W

Flame Test

�8�L�I���G�E�T�E�G�M�X�S�V���¥�E�Q�I���I�\�X�M�R�K�Y�M�W�L�I�W���E�W��
�J�S�P�P�S�[�W��

Cycle Time

�����b����
30 seconds 
maximum

5
60 seconds 
maximum

�8�L�I���G�E�T�E�G�M�X�S�V���M�W���I�\�T�S�W�I�H���X�S���E���¥�E�Q�I���J�S�V���������W�I�G�S�R�H�W���E�R�H���X�L�I�R��
�V�I�Q�S�Z�I�H���J�S�V���������W�I�G�S�R�H�W�����8�L�M�W���X�I�W�X���M�W���V�I�T�I�E�X�I�H���J�S�V�������G�]�G�P�I�W��

76

Capacitor

Flame

38 127

20º

Gas Burner

(Unit:mm)

�%�G�X�M�Z�I���*�P�E�Q�Q�E�F�M�P�M�X�] �8�L�I���G�L�I�I�W�I�G�P�S�X�L���W�L�S�Y�P�H���R�S�X���M�K�R�M�X�I��

�8�L�I���G�E�T�E�G�M�X�S�V�W���E�V�I���M�R�H�M�Z�M�H�Y�E�P�P�]���[�V�E�T�T�I�H���M�R���E�X���P�I�E�W�X���S�R�I�����F�Y�X���R�S�X��
�Q�S�V�I���X�L�E�R���X�[�S�����G�S�Q�T�P�I�X�I���P�E�]�I�V�W���S�J���G�L�I�I�W�I�G�P�S�X�L�����8�L�I�]���E�V�I���X�L�I�R��
�W�Y�F�N�I�G�X�I�H���X�S���������H�M�W�G�L�E�V�K�I�W�����8�L�I���M�R�X�I�V�Z�E�P���F�I�X�[�I�I�R���W�Y�G�G�I�W�W�M�Z�I��
�H�M�W�G�L�E�V�K�I�W���M�W�������W�I�G�S�R�H�W�����8�L�I���:�%�'���M�W���Q�E�M�R�X�E�M�R�I�H���J�S�V�������Q�M�R�Y�X�I�W��
�E�J�X�I�V���X�L�I���P�E�W�X���H�M�W�G�L�E�V�K�I��

S1

Tr VacS2

C1

L3 L4

C2 C3 CX Ct Vt

L1F R

Oscilloscope

L2

C1, 2 �����q�*���r�����	 C3 �������������q�*���r���	���������O�:

�01-4 ���������1�L���r�����	�������%���6�S�H���G�S�V�I���G�L�S�O�ICx Test capacitor

R 100±2% VAC VR ±5%

Ct �����q�*���r���	���������O�: VR �6�E�X�I�H���:�S�P�X�E�K�I

F Fuse, Rated 10A Vt �:�S�P�X�E�K�I���E�T�T�P�M�I�H���X�S���'�X

Vx

5kV

time
1
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Table 2 – Performance & Reliability: Test Methods and Conditions cont'd

Item Specification Test Method

�4�E�W�W�M�Z�I���*�P�E�Q�Q�E�F�M�P�M�X�]
�8�L�I���F�Y�V�R�M�R�K���X�M�Q�I���W�L�S�Y�P�H���R�S�X���I�\�G�I�I�H��������

seconds. 
�8�L�I���X�M�W�W�Y�I���T�E�T�I�V���W�L�S�Y�P�H���R�S�X���M�K�R�M�X�I����

�8�L�I���G�E�T�E�G�M�X�S�V���Y�R�H�I�V���X�I�W�X���M�W���L�I�P�H���M�R�X�S���E���¥�E�Q�I���E�R�H���M�R���E���T�S�W�M�X�M�S�R��
�[�L�M�G�L���F�I�W�X���T�V�S�Q�S�X�I�W���F�Y�V�R�M�R�K�����)�E�G�L���W�T�I�G�M�Q�I�R���M�W���I�\�T�S�W�I�H���X�S���X�L�I��
�¥�E�Q�I���S�R�I���X�M�Q�I��

200
±5mmAb

ou
t 8

m
m

45º

Test Specimen

About 10mm
Thick Board

Tissue

�8�M�Q�I���S�J���I�\�T�S�W�Y�V�I���X�S���¥�E�Q�I��
�0�I�R�K�X�L���S�J���¥�E�Q�I��

�+�E�W���F�Y�V�R�I�V���P�I�R�K�X�L��
�-�R�W�M�H�I���H�M�E�Q�I�X�I�V��

�3�Y�X�W�M�H�I���H�M�E�Q�I�X�I�V��
�+�E�W���F�Y�X�E�R�I���K�E�W���T�Y�V�M�X�]��

30 seconds
12±1 mm 
35 mm minimum
0.5±0.1 mm 
0.9 mm maximum 
95% minimum

Temperature 
�'�]�G�P�I

Appearance �2�S���Z�M�W�Y�E�P���H�I�J�I�G�X

�8�L�I���G�E�T�E�G�M�X�S�V���M�W���W�Y�F�N�I�G�X�I�H���X�S�������X�I�Q�T�I�V�E�X�Y�V�I���G�]�G�P�I�W��

Temperature Cycle

Step Temperature (°C)
Dwell 
Time 

(minutes)

Transition 
Time 

(minutes)
1 �—�����������—���� 30

3
2 Room temperature 3

3 �������������—���� 30

4 Room temperature 3

Pre-treatment:���'�E�T�E�G�M�X�S�V���W�L�E�P�P���F�I���W�X�S�V�I�H���E�X�������r�����J�S�V�������L�S�Y�V���X�L�I�R��
placed at room condition1���J�S�V�������r�����L�S�Y�V�W����
Post-treatment�����'�E�T�E�G�M�X�S�V���M�W���W�X�S�V�I�H���J�S�V�������X�S�������L�S�Y�V�W���E�X���V�S�S�Q��
condition1.

Capacitance

Temperature 
Characteristics

Capacitance 
Change

�7�0 �;�M�X�L�M�R���r���	��

Y5P �;�M�X�L�M�R���r�����	��

�=���9�����=���: �;�M�X�L�M�R���r�����	��

�(�*���5

�7�0 �ž���������T�*�����5���ž��������
� ���������T�*�����5���ž����������

+5/2C
C = Nominal 
capacitance

Y5P �(�*���•�����	

�=���9�����=���: �(�*���•���������	

�-�6 �������������1�¹���Q�M�R�M�Q�Y�Q

�(�M�I�P�I�G�X�V�M�G��
�7�X�V�I�R�K�X�L

�2�S���J�E�M�P�Y�V�I�W

1���p�6�S�S�Q���'�S�R�H�M�X�M�S�R�q���M�W���H�I�¤�R�I�H���E�W���J�S�P�P�S�[�W�����8�I�Q�T�I�V�E�X�Y�V�I�����������b�������q�'���,�Y�Q�M�H�M�X�]�����������b�������	���%�X�Q�S�W�T�L�I�V�M�G���4�V�I�W�W�Y�V�I�����������b�����������O�4�E��



© KEMET Electronics Corporation • P.O. Box 5928 • Greenville, SC 29606 • 864-963-6300 • www.kemet.com C1065_X1_440 VAC_Y2_300 VAC • 1/13/201710

Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Soldering and Mounting Information

Soldering:
�;�L�I�R���W�S�P�H�I�V�M�R�K���X�L�M�W���T�V�S�H�Y�G�X���X�S���E���4�'�&���4�;�&�����H�S���R�S�X���I�\�G�I�I�H���X�L�I���W�S�P�H�I�V���L�I�E�X���V�I�W�M�W�X�E�R�G�I���W�T�I�G�M�¤�G�E�X�M�S�R���S�J���X�L�I���G�E�T�E�G�M�X�S�V����
�7�Y�F�N�I�G�X�M�R�K���X�L�M�W���T�V�S�H�Y�G�X���X�S���I�\�G�I�W�W�M�Z�I���L�I�E�X�M�R�K���G�S�Y�P�H���V�I�¥�S�[���X�L�I���W�S�P�H�I�V���N�S�M�R�X���F�I�X�[�I�I�R���X�L�I���P�I�E�H���E�R�H���G�I�V�E�Q�M�G���I�P�I�Q�I�R�X���E�R�H���S�V���Q�E�]��
�V�I�W�Y�P�X���M�R���X�L�I�V�Q�E�P���W�L�S�G�O�W���X�L�E�X���G�E�R���G�V�E�G�O���X�L�I���G�I�V�E�Q�M�G���I�P�I�Q�I�R�X����

�;�L�I�R���W�S�P�H�I�V�M�R�K���X�L�I�W�I���G�E�T�E�G�M�X�S�V�W���[�M�X�L���E���W�S�P�H�I�V�M�R�K���M�V�S�R�����M�X���W�L�S�Y�P�H���F�I���T�I�V�J�S�V�Q�I�H���Y�R�H�I�V���X�L�I���J�S�P�P�S�[�M�R�K���G�S�R�H�M�X�M�S�R�W����
�u���8�I�Q�T�I�V�E�X�Y�V�I���S�J���M�V�S�R���X�M�T�����������{�'���Q�E�\�M�Q�Y�Q��
�u���7�S�P�H�I�V�M�R�K���M�V�S�R���[�E�X�X�E�K�I�����������;���Q�E�\�M�Q�Y�Q��
�u���7�S�P�H�I�V�M�R�K���X�M�Q�I�������������W�I�G�S�R�H�W���Q�E�\�M�Q�Y�Q��
 
Cleaning (ultrasonic cleaning): 
�8�S���T�I�V�J�S�V�Q���Y�P�X�V�E�W�S�R�M�G���G�P�I�E�R�M�R�K�����S�F�W�I�V�Z�I���X�L�I���J�S�P�P�S�[�M�R�K���G�S�R�H�M�X�M�S�R�W������
�u���6�M�R�W�I���F�E�X�L���G�E�T�E�G�M�X�]�����3�Y�X�T�Y�X���S�J���������[�E�X�X�W���T�I�V���P�M�X�I�V���S�V���P�I�W�W
�u���6�M�R�W�M�R�K���X�M�Q�I���������Q�M�R�Y�X�I���Q�E�\�M�Q�Y�Q
�u���(�S���R�S�X���Z�M�F�V�E�X�I���X�L�I���4�'�&���4�;�&���H�M�V�I�G�X�P�]��
�u���)�\�G�I�W�W�M�Z�I���Y�P�X�V�E�W�S�R�M�G���G�P�I�E�R�M�R�K���Q�E�]���P�I�E�H���X�S���J�E�X�M�K�Y�I���H�I�W�X�V�Y�G�X�M�S�R���S�J���X�L�I���P�I�E�H���[�M�V�I�W��

Construction

Detailed Cross Section
Epoxy Encapsulation

(0.4 mm Minimum Thickness, 
Pigment = Blue/UL 94 V-0)

Lead Attach Solder
(Sn96.5/Ag3/Cu0.5)

Electrode
(Ag – Glass Frit)

Core Metal
Barrier Layer

Finish Layer

Steel
Cu

100% Sn
(3-7 µm)

Lead Wire 

Dielectric 
Material (BaTiO3)

Lead Attach Solder
(Sn96.5/Ag3/Cu0.

Electrode
(Ag – Glass Frit)

Dielectric 
Material
(BaTiO3)
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Marking

�8�L�I�W�I���G�E�T�E�G�M�X�S�V�W���W�L�E�P�P���F�I���W�X�E�Q�T�I�H���S�V���P�E�W�I�V���Q�E�V�O�I�H���[�M�X�L���/�)�1�)�8���W���X�V�E�H�I�Q�E�V�O�����X�]�T�I���H�I�W�M�K�R�E�X�M�S�R�����G�E�T�E�G�M�X�S�V���G�P�E�W�W�����V�E�X�I�H���Z�S�P�X�E�K�I����
�V�E�X�I�H���G�E�T�E�G�M�X�E�R�G�I���E�R�H���G�E�T�E�G�M�X�E�R�G�I���X�S�P�I�V�E�R�G�I���G�S�H�I�W�����-�R���E�H�H�M�X�M�S�R�����E�P�P���H�I�Z�M�G�I�W���E�V�I���Q�E�V�O�I�H���[�M�X�L���X�L�I���V�I�G�S�K�R�M�^�I�H���E�T�T�V�S�Z�E�P���Q�E�V�O��
�E�R�H���E���H�E�X�I���P�S�X���G�S�H�I���J�S�V���X�V�E�G�I�E�F�M�P�M�X�]�����1�E�V�O�M�R�K���[�M�P�P���F�I���W�Y�T�T�P�M�I�H���I�M�X�L�I�V���S�R���S�R�I���W�M�H�I���S�V���F�S�X�L���W�M�H�I�W���S�J���X�L�I���I�R�G�E�T�W�Y�P�E�X�I�H���G�E�T�E�G�M�X�S�V��
�F�S�H�]�����%�P�P���Q�E�V�O�M�R�K���W�L�E�P�P���F�I���P�I�K�M�F�P�I���X�S���E�P�P�S�[���J�S�V���G�P�I�E�V���M�H�I�R�X�M�¤�G�E�X�M�S�R���S�J���X�L�I���G�S�Q�T�S�R�I�R�X�����1�E�V�O�M�R�K���E�T�T�I�E�V�W���M�R���P�I�K�M�F�P�I���G�S�R�X�V�E�W�X����
�-�P�P�Y�W�X�V�E�X�I�H���F�I�P�S�[���M�W���E�R���I�\�E�Q�T�P�I���S�J�����X�L�I���Q�E�V�O�M�R�K���J�S�V�Q�E�X���E�R�H���G�S�R�X�I�R�X�������8�[�S���W�M�H�I�H���Q�E�V�O�M�R�K���M�W���P�M�Q�M�X�I�H���X�S���G�E�T�E�G�M�X�S�V�W���[�M�X�L���F�S�H�]��
�H�M�E�Q�I�X�I�V�W���•�����������Q�Q���


Single Sided

UL approval mark

VDE & ENEC
approval marks

IEC 60384-14 3rd
(2005)

Rated Capacitance
(3 Numeric Characters)

Capacitance Tolerance Code
(1 Character)

Capacitor Class
and Rated Voltage

KEMET ID

Type Designation
(2 Characters)

Date/Lot Code
(See Table Below)

Double Sided

Capacitor Class
and Rated Voltage

Front Back

KEMET ID

Type Designation
(2 Characters)

VDE & ENEC
approval marks

IEC 60384-14 3rd
(2005)

UL approval mark

Date/Lot Code
(See Table Below)

Rated Capacitance
(3 Numeric Characters)

Capacitance
Tolerance Code

(1 Character)

�(�E�X�I���0�S�X���'�S�H�I���)�\�T�P�E�R�E�X�M�S�R

6 C 6 1234

�0�E�W�X���H�M�K�M�X���S�J���]�I�E�V����
�I���K������ 

 
6 = 2016

�1�E�R�Y�J�E�G�X�Y�V�M�R�K��
�0�S�G�E�X�M�S�R���'�S�H�I

�1�E�R�Y�J�E�G�X�Y�V�M�R�K��
�1�S�R�X�L�� 

 
1-9 = Jan - Sept 

�%���!���3�G�X�S�F�I�V 
�2���!���2�S�Z�I�Q�F�I�V 
�(���!���(�I�G�I�Q�F�I�V

�0�E�W�X�������H�M�K�M�X�W���S�J��
lot no.
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Table 3 – Ammo Pack Taping Specifications cont'd

1���4�V�I�J�V�S�Q�I�H�����G�V�M�Q�T�I�H�
���P�I�E�H���G�S�R�¤�K�Y�V�E�X�M�S�R�W���M�R�G�P�Y�H�I���Z�I�V�X�M�G�E�P���O�M�R�O�����S�Y�X�W�M�H�I���O�M�R�O���E�R�H���M�R�W�M�H�I���O�M�R�O�����7�I�I�����0�I�E�H���'�S�R�¤�K�Y�V�E�X�M�S�R�W�����E�R�H�����3�V�H�I�V�M�R�K���-�R�J�S�V�Q�E�X�M�S�R����
sections of this �H�S�G�Y�Q�I�R�X���J�S�V���J�Y�V�X�L�I�V���H�I�X�E�M�P�W��

2���%�P�W�S���V�I�J�I�V�V�I�H���X�S���E�W�����P�I�E�H���P�I�R�K�X�L�����M�R���X�L�M�W���H�S�G�Y�Q�I�R�X��

Application Notes:

Storage and Operating Conditions: 
�8�L�I���M�R�W�Y�P�E�X�M�R�K���G�S�E�X�M�R�K���S�J���X�L�I�W�I���H�I�Z�M�G�I�W���H�S�I�W���R�S�X���J�S�V�Q���E�R���E�M�V���E�R�H���Q�S�M�W�X�Y�V�I���X�M�K�L�X���W�I�E�P�����%�Z�S�M�H���I�\�T�S�W�Y�V�I���X�S���Q�S�M�W�X�Y�V�I���E�R�H���H�S���R�S�X��
�Y�W�I���S�V���W�X�S�V�I���X�L�I�W�I���H�I�Z�M�G�I�W���M�R���E���G�S�V�V�S�W�M�Z�I���E�X�Q�S�W�T�L�I�V�I�����I�W�T�I�G�M�E�P�P�]���[�L�I�V�I���G�L�P�S�V�M�H�I���K�E�W�����W�Y�P�¤�H�I���K�E�W�����E�G�M�H�����E�P�O�E�P�M�����W�E�P�X�����S�V���X�L�I���P�M�O�I��
�E�V�I���T�V�I�W�I�R�X�����&�I�J�S�V�I���G�P�I�E�R�M�R�K�����F�S�R�H�M�R�K���S�V���Q�S�P�H�M�R�K���X�L�I�W�I���H�I�Z�M�G�I�W�����M�X���M�W���M�Q�T�S�V�X�E�R�X���X�S���Z�I�V�M�J�]���X�L�E�X���]�S�Y�V���T�V�S�G�I�W�W���H�S�I�W���R�S�X���E�J�J�I�G�X��
�T�V�S�H�Y�G�X���U�Y�E�P�M�X�]���E�R�H���T�I�V�J�S�V�Q�E�R�G�I�����/�)�1�)�8���V�I�G�S�Q�Q�I�R�H�W���X�I�W�X�M�R�K���E�R�H���I�Z�E�P�Y�E�X�M�R�K���X�L�I���T�I�V�J�S�V�Q�E�R�G�I���S�J���E���G�P�I�E�R�I�H�����F�S�R�H�I�H���S�V��
�Q�S�P�H�I�H���T�V�S�H�Y�G�X���T�V�M�S�V���X�S���M�Q�T�P�I�Q�I�R�X�M�R�K���E�R�H���S�V���U�Y�E�P�M�J�]�M�R�K���E�R�]���S�J���X�L�I�W�I���T�V�S�G�I�W�W�I�W�������7�X�S�V�I���X�L�I���G�E�T�E�G�M�X�S�V�W���[�L�I�V�I���X�L�I���X�I�Q�T�I�V�E�X�Y�V�I��
�E�R�H���V�I�P�E�X�M�Z�I���L�Y�Q�M�H�M�X�]���H�S���R�S�X���I�\�G�I�I�H���������H�I�K�V�I�I�W���'�I�R�X�M�K�V�E�H�I���E�R�H�������	���V�I�W�T�I�G�X�M�Z�I�P�]�����*�S�V���S�T�X�M�Q�Y�Q���W�S�P�H�I�V�E�F�M�P�M�X�]�����G�E�T�E�G�M�X�S�V���W�X�S�G�O��
�W�L�S�Y�P�H���F�I���Y�W�I�H���T�V�S�Q�T�X�P�]�����T�V�I�J�I�V�E�F�P�]���[�M�X�L�M�R�������Q�S�R�X�L�W���S�J���V�I�G�I�M�T�X��

Working Voltage:
�%�T�T�P�M�G�E�X�M�S�R���Z�S�P�X�E�K�I�����:�T���T���S�V���:�S���T�
���Q�Y�W�X���R�S�X���I�\�G�I�I�H���X�L�I���Z�S�P�X�E�K�I���V�E�X�M�R�K���S�J���X�L�I���G�E�T�E�G�M�X�S�V�������-�V�V�I�K�Y�P�E�V���Z�S�P�X�E�K�I�W���G�E�R���F�I���K�I�R�I�V�E�X�I�H��
�J�S�V���E���X�V�E�R�W�M�I�R�X���T�I�V�M�S�H���S�J���X�M�Q�I���[�L�I�R���Z�S�P�X�E�K�I���M�W���M�R�M�X�M�E�P�P�]���E�T�T�P�M�I�H���E�R�H���S�V���V�I�Q�S�Z�I�H���J�V�S�Q���E���G�M�V�G�Y�M�X�������-�X���M�W���M�Q�T�S�V�X�E�R�X���X�S���G�L�S�S�W�I���E��
�G�E�T�E�G�M�X�S�V���[�M�X�L���E���Z�S�P�X�E�K�I���V�E�X�M�R�K�����K�V�I�E�X�I�V���X�L�E�R���S�V���I�U�Y�E�P���X�S���X�L�I�W�I���M�V�V�I�K�Y�P�E�V���Z�S�P�X�E�K�I�W��

Lead Spacing 5 mm 7.5 mm 10 mm

Lead Style Straight Preformed1 Straight Preformed1 Straight Preformed1

�-�X�I�Q �7�]�Q�F�S�P �(�M�Q�I�R�W�M�S�R�W�����Q�Q�


�7�T�V�S�G�O�I�X���,�S�P�I���4�S�W�M�X�M�S�RW1 9.0±0.5

�,�I�M�K�L�X���X�S���7�I�E�X�M�R�K���4�P�E�R�I2  
���T�V�I�J�S�V�Q�I�H���P�I�E�H�W1�


�, 0 N/A �������������������—�� N/A �������������������—�� N/A �������������������—��

�,�I�M�K�L�X���X�S���7�I�E�X�M�R�K���4�P�E�R�I2  
���W�X�V�E�M�K�L�X���P�I�E�H�W�


�, �������������������—������ N/A �������������������—������ N/A �������������������—������ N/A

�0�I�E�H���4�V�S�X�V�Y�W�M�S�R�Œ 2.0 maximum

�(�M�E�Q�I�X�I�V���S�J���7�T�V�S�G�O�I�X���,�S�P�I �(0 4.0±0.2

�0�I�E�H���(�M�E�Q�I�X�I�V�Ë�H 0.55±0.1

�'�E�V�V�M�I�V���8�E�T�I���8�L�M�G�O�R�I�W�Wt1 0.6±0.3

�8�S�X�E�P���8�L�M�G�O�R�I�W�W�����'�E�V�V�M�I�V���8�E�T�I���� 
�,�S�P�H���(�S�[�R���8�E�T�I���E�R�H���0�I�E�H�


t2 1.5 maximum

�'�S�Q�T�S�R�I�R�X���%�P�M�K�R�Q�I�R�X�����J�V�S�R�X��
�F�E�G�O���


�±�L1 2.0 maximum
�±�L2

�'�Y�X���3�Y�X���0�I�R�K�X�L �0 11.0 maximum

�,�S�P�H���(�S�[�R���8�E�T�I���;�M�H�X�LW0 11.0 minimum 11.5 minimum

�,�S�P�H���(�S�[�R���8�E�T�I���4�S�W�M�X�M�S�RW2 3.0 maximum 1.5±1.5
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

Operating Temperature and Self-Generating Heat:
�8�L�I���W�Y�V�J�E�G�I���X�I�Q�T�I�V�E�X�Y�V�I���S�J���E���G�E�T�E�G�M�X�S�V���W�L�S�Y�P�H���F�I���O�I�T�X���F�I�P�S�[���X�L�I���Y�T�T�I�V���P�M�Q�M�X���S�J���M�X�W���V�E�X�I�H���S�T�I�V�E�X�M�R�K���X�I�Q�T�I�V�E�X�Y�V�I���V�E�R�K�I�����&�I��
�W�Y�V�I���X�S���X�E�O�I���M�R�X�S���E�G�G�S�Y�R�X���X�L�I���L�I�E�X���K�I�R�I�V�E�X�I�H���F�]���X�L�I���G�E�T�E�G�M�X�S�V���M�X�W�I�P�J�����;�L�I�R���X�L�I���G�E�T�E�G�M�X�S�V���M�W���Y�W�I�H���M�R���E���L�M�K�L���J�V�I�U�Y�I�R�G�]���G�Y�V�V�I�R�X����
�T�Y�P�W�I���G�Y�V�V�I�R�X���S�V���W�M�Q�M�P�E�V���G�Y�V�V�I�R�X�����M�X���Q�E�]���W�I�P�J���K�I�R�I�V�E�X�I���L�I�E�X���H�Y�I���X�S���H�M�I�P�I�G�X�V�M�G���P�S�W�W�����8�I�Q�T�I�V�E�X�Y�V�I���V�M�W�I���H�Y�I���X�S���W�I�P�J���K�I�R�I�V�E�X�I�H��
�L�I�E�X�M�R�K���W�L�S�Y�P�H���R�S�X���I�\�G�I�I�H�������q�'�����[�L�M�P�I���S�T�I�V�E�X�I�H���E�X���E�R���E�X�Q�S�W�T�L�I�V�I���X�I�Q�T�I�V�E�X�Y�V�I���S�J�������q�'�
��

Handling - Vibration and Impact:
�(�S���R�S�X���I�\�T�S�W�I���X�L�I�W�I���H�I�Z�M�G�I�W���S�V���X�L�I�M�V���P�I�E�H�W���X�S���I�\�G�I�W�W�M�Z�I���W�L�S�G�O���S�V���Z�M�F�V�E�X�M�S�R���H�Y�V�M�R�K���Y�W�I��

FAILURE TO FOLLOW THE ABOVE CAUTIONS MAY RESULT, WORST CASE, IN A SHORT CIRCUIT AND CAUSE FUMING OR 
PARTIAL DISPERSION WHEN THE PRODUCT IS USED.
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Radial Leaded Ceramic Disc Capacitors
Safety Standard Recognized, 900 Series, Encapsulated, AC Type, X1 440 VAC/Y2 300 VAC (Industrial Grade)

KEMET Electronic Corporation Sales Offi ces

�*�S�V���E���G�S�Q�T�P�I�X�I���P�M�W�X���S�J���S�Y�V���K�P�S�F�E�P���W�E�P�I�W���S�J�¤���G�I�W�����T�P�I�E�W�I���Z�M�W�M�X���[�[�[���O�I�Q�I�X���G�S�Q���W�E�P�I�W��

Disclaimer

�%�P�P���T�V�S�H�Y�G�X���W�T�I�G�M�¤���G�E�X�M�S�R�W�����W�X�E�X�I�Q�I�R�X�W�����M�R�J�S�V�Q�E�X�M�S�R���E�R�H���H�E�X�E�����G�S�P�P�I�G�X�M�Z�I�P�]�����X�L�I���p�-�R�J�S�V�Q�E�X�M�S�R�q�
���M�R���X�L�M�W���H�E�X�E�W�L�I�I�X���E�V�I���W�Y�F�N�I�G�X���X�S���G�L�E�R�K�I�����8�L�I���G�Y�W�X�S�Q�I�V���M�W���V�I�W�T�S�R�W�M�F�P�I���J�S�V��
�G�L�I�G�O�M�R�K���E�R�H���Z�I�V�M�J�]�M�R�K���X�L�I���I�\�X�I�R�X���X�S���[�L�M�G�L���X�L�I���-�R�J�S�V�Q�E�X�M�S�R���G�S�R�X�E�M�R�I�H���M�R���X�L�M�W���T�Y�F�P�M�G�E�X�M�S�R���M�W���E�T�T�P�M�G�E�F�P�I���X�S���E�R���S�V�H�I�V���E�X���X�L�I���X�M�Q�I���X�L�I���S�V�H�I�V���M�W���T�P�E�G�I�H��

�%�P�P���-�R�J�S�V�Q�E�X�M�S�R���K�M�Z�I�R���L�I�V�I�M�R���M�W���F�I�P�M�I�Z�I�H���X�S���F�I���E�G�G�Y�V�E�X�I���E�R�H���V�I�P�M�E�F�P�I�����F�Y�X���M�X���M�W���T�V�I�W�I�R�X�I�H���[�M�X�L�S�Y�X���K�Y�E�V�E�R�X�I�I�����[�E�V�V�E�R�X�]�����S�V���V�I�W�T�S�R�W�M�F�M�P�M�X�]���S�J���E�R�]���O�M�R�H�����I�\�T�V�I�W�W�I�H���S�V���M�Q�T�P�M�I�H��

�7�X�E�X�I�Q�I�R�X�W���S�J���W�Y�M�X�E�F�M�P�M�X�]���J�S�V���G�I�V�X�E�M�R���E�T�T�P�M�G�E�X�M�S�R�W���E�V�I���F�E�W�I�H���S�R���/�)�1�)�8���)�P�I�G�X�V�S�R�M�G�W���'�S�V�T�S�V�E�X�M�S�R�m�W�����p�/�)�1�)�8�q�
���O�R�S�[�P�I�H�K�I���S�J���X�]�T�M�G�E�P���S�T�I�V�E�X�M�R�K���G�S�R�H�M�X�M�S�R�W���J�S�V���W�Y�G�L��
�E�T�T�P�M�G�E�X�M�S�R�W�����F�Y�X���E�V�I���R�S�X���M�R�X�I�R�H�I�H���X�S���G�S�R�W�X�M�X�Y�X�I���i���E�R�H���/�)�1�)�8���W�T�I�G�M�¤���G�E�P�P�]���H�M�W�G�P�E�M�Q�W���i���E�R�]���[�E�V�V�E�R�X�]���G�S�R�G�I�V�R�M�R�K���W�Y�M�X�E�F�M�P�M�X�]���J�S�V���E���W�T�I�G�M�¤���G���G�Y�W�X�S�Q�I�V���E�T�T�P�M�G�E�X�M�S�R���S�V���Y�W�I����
�8�L�I���-�R�J�S�V�Q�E�X�M�S�R���M�W���M�R�X�I�R�H�I�H���J�S�V���Y�W�I���S�R�P�]���F�]���G�Y�W�X�S�Q�I�V�W���[�L�S���L�E�Z�I���X�L�I���V�I�U�Y�M�W�M�X�I���I�\�T�I�V�M�I�R�G�I���E�R�H���G�E�T�E�F�M�P�M�X�]���X�S���H�I�X�I�V�Q�M�R�I���X�L�I���G�S�V�V�I�G�X���T�V�S�H�Y�G�X�W���J�S�V���X�L�I�M�V���E�T�T�P�M�G�E�X�M�S�R�����%�R�]��
�X�I�G�L�R�M�G�E�P���E�H�Z�M�G�I���M�R�J�I�V�V�I�H���J�V�S�Q���X�L�M�W���-�R�J�S�V�Q�E�X�M�S�R���S�V���S�X�L�I�V�[�M�W�I���T�V�S�Z�M�H�I�H���F�]���/�)�1�)�8���[�M�X�L���V�I�J�I�V�I�R�G�I���X�S���X�L�I���Y�W�I���S�J���/�)�1�)�8�m�W���T�V�S�H�Y�G�X�W���M�W���K�M�Z�I�R���K�V�E�X�M�W�����E�R�H���/�)�1�)�8���E�W�W�Y�Q�I�W���R�S��
�S�F�P�M�K�E�X�M�S�R���S�V���P�M�E�F�M�P�M�X�]���J�S�V���X�L�I���E�H�Z�M�G�I���K�M�Z�I�R���S�V���V�I�W�Y�P�X�W���S�F�X�E�M�R�I�H��

�%�P�X�L�S�Y�K�L���/�)�1�)�8���H�I�W�M�K�R�W���E�R�H���Q�E�R�Y�J�E�G�X�Y�V�I�W���M�X�W���T�V�S�H�Y�G�X�W���X�S���X�L�I���Q�S�W�X���W�X�V�M�R�K�I�R�X���U�Y�E�P�M�X�]���E�R�H���W�E�J�I�X�]���W�X�E�R�H�E�V�H�W�����K�M�Z�I�R���X�L�I���G�Y�V�V�I�R�X���W�X�E�X�I���S�J���X�L�I���E�V�X�����M�W�S�P�E�X�I�H���G�S�Q�T�S�R�I�R�X��
�J�E�M�P�Y�V�I�W���Q�E�]���W�X�M�P�P���S�G�G�Y�V�����%�G�G�S�V�H�M�R�K�P�]�����G�Y�W�X�S�Q�I�V���E�T�T�P�M�G�E�X�M�S�R�W���[�L�M�G�L���V�I�U�Y�M�V�I���E���L�M�K�L���H�I�K�V�I�I���S�J���V�I�P�M�E�F�M�P�M�X�]���S�V���W�E�J�I�X�]���W�L�S�Y�P�H���I�Q�T�P�S�]���W�Y�M�X�E�F�P�I���H�I�W�M�K�R�W���S�V���S�X�L�I�V���W�E�J�I�K�Y�E�V�H�W��
���W�Y�G�L���E�W���M�R�W�X�E�P�P�E�X�M�S�R���S�J���T�V�S�X�I�G�X�M�Z�I���G�M�V�G�Y�M�X�V�]���S�V���V�I�H�Y�R�H�E�R�G�M�I�W�
���M�R���S�V�H�I�V���X�S���I�R�W�Y�V�I���X�L�E�X���X�L�I���J�E�M�P�Y�V�I���S�J���E�R���I�P�I�G�X�V�M�G�E�P���G�S�Q�T�S�R�I�R�X���H�S�I�W���R�S�X���V�I�W�Y�P�X���M�R���E���V�M�W�O���S�J���T�I�V�W�S�R�E�P���M�R�N�Y�V�]���S�V��
�T�V�S�T�I�V�X�]���H�E�Q�E�K�I��


