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One world. One KEMET
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• Consumer Electronics
• Common mode choke

AC Line Filters
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AC Line Filters
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• Rated voltage:250VAC     • Withstanding voltage: 2400VAC (2sec between lines)
• Insulation resistance: at 500VDC, more than 100M� (between lines)     • Thermal class: E (120�C)�y������
• Operating temperature range (�C): –25 to T (T=120–temperature rise)     • Inductance measurement condition: 1kHz, 1V, KC530  
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�  Core size ; shupe (V : vertical)
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19.5

N2N1 11

33
.0

�(
1.

0

�SS30V �Size comparison with SS35 V-type

19.5�(0.5

31.0�(1.0

11.0�(0.5
ø0.8 

22.5�(1.0

SS30V-080730 1.5
SS30V-100530 1.1

0.8
1.0

73.0
53.0

35.1
36.8

50
50

SS30V-120290 0.61.2 29.0 35.045
SS30V-150200 0.51.5 20.0 35.345
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15 LOT No.

SS30V-180145 0.231.8 14.5 35.250 18 LOT No.
SS30V-200100 0.212.0 10.0 34.945 20 LOT No.
SS30V-250070 0.162.5 7.0 34.145 25 LOT No.
SS30V-300054 0.123.0 5.4 34.645 30 LOT No.
SS30V-350036 0.103.5 3.6 30.650 35 LOT No.
SS30V-400021 0.074.0 2.1 29.050 40 LOT No.
SS30V-450013 0.06
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45 LOT No.
R08 LOT No.
R10 LOT No.
R12 LOT No.
R15 LOT No.
R18 LOT No.
R20 LOT No.
R25 LOT No.
R30 LOT No.
R35 LOT No.
R40 LOT No.
R45 LOT No.

SS30V-R080960 96.0
SS30V-R100700 70.0
SS30V-R120380 38.0
SS30V-R150270 27.0
SS30V-R180190 19.0
SS30V-R200132 13.2
SS30V-R250092 9.2
SS30V-R300071 7.1
SS30V-R350047 4.7
SS30V-R400028 2.8
SS30V-R450017 1.7
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AC Line Filters – SS Coils, SS30V Type
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AC Line Filters – SS Coils, SS30V Type

�8�E�F�P�I�������i���6�E�X�M�R�K�W���
���4�E�V�X���2�Y�Q�F�I�V���6�I�J�I�V�I�R�G�I

�7�T�I�G�M�¤�G�E�X�M�S�R�W

�-�X�I�Q �7�7�����:
Rated Voltage 250 VAC

Withstanding Voltage 2,400 VAC (2 seconds, between lines)

Insulation Resistance �"�����������1�¹���E�X�����������:�(�' �����F�I�X�[�I�I�R���P�M�R�I�W�


Thermal Class E (120°C)

Operating Temperature Range �—�����q�'���X�S���8�����8���!�����������i ���X�I�Q�T�I�V�E�X�Y�V�I���V�M�W�I�


Inductance Measurement Condition 1 kHz, 1 V, KC530
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�1�E�\�M�Q�Y�Q
�1�E�V�O�M�R�K

�;�I�M�K�L�X�����K�
��
�%�T�T�V�S�\�M�Q�E�X�I

SS30V-080730 0.8 73 1.5 50 08 Lot No. 35.1
SS30V-100530 1.0 53 1.1 50 10 Lot No. 36.8
SS30V-120290 1.2 29 0.6 45 12 Lot No. 35.0
SS30V-150200 1.5 20 0.5 45 15 Lot No. 35.3
SS30V-180145 1.8 14.5 0.23 50 18 Lot No. 35.2
SS30V-200100 2.0 10 0.21 45 20 Lot No. 34.9
SS30V-250070 2.5 7.0 0.16 45 25 Lot No. 34.1
SS30V-300054 3.0 5.4 0.12 45 30 Lot No. 34.6
SS30V-350036 3.5 3.6 0.10 50 35 Lot No. 30.6
SS30V-400021 4.0 2.1 0.07 50 40 Lot No. 29.0
SS30V-450013 4.5 1.3 0.06 50 45 Lot No. 26.1

SS30V-R080960 0.8 96 1.5 50 R08 Lot No. 35.1
SS30V-R100700 1.0 70 1.1 50 R10 Lot No. 36.8
SS30V-R120380 1.2 38 0.6 45 R12 Lot No. 35.0
SS30V-R150270 1.5 27 0.5 45 R15 Lot No. 35.3
SS30V-R180190 1.8 19 0.23 50 R18 Lot No. 35.2
SS30V-R200132 2.0 13.2 0.21 45 R20 Lot No. 34.9
SS30V-R250092 2.5 9.2 0.16 45 R25 Lot No. 34.1
SS30V-R300071 3.0 7.1 0.12 45 R30 Lot No. 34.6
SS30V-R350047 3.5 4.7 0.10 50 R35 Lot No. 30.6
SS30V-R400028 4.0 2.8 0.07 50 R40 Lot No. 29.0
SS30V-R450017 4.5 1.7 0.06 50 R45 Lot No. 26.1
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AC Line Filters – SS Coils, SS30V Type

�/�)�1�)�8���)�P�I�G�X�V�S�R�M�G���'�S�V�T�S�V�E�X�M�S�R���7�E�P�I�W���3�J�¤���G�I�W

�*�S�V���E���G�S�Q�T�P�I�X�I���P�M�W�X���S�J���S�Y�V���K�P�S�F�E�P���W�E�P�I�W���S�J�¤���G�I�W�����T�P�I�E�W�I���Z�M�W�M�X���[�[�[���O�I�Q�I�X���G�S�Q���W�E�P�I�W��

�(�M�W�G�P�E�M�Q�I�V

�%�P�P���T�V�S�H�Y�G�X���W�T�I�G�M�¤���G�E�X�M�S�R�W�����W�X�E�X�I�Q�I�R�X�W�����M�R�J�S�V�Q�E�X�M�S�R���E�R�H���H�E�X�E�����G�S�P�P�I�G�X�M�Z�I�P�]�����X�L�I���p�-�R�J�S�V�Q�E�X�M�S�R�q�
���M�R���X�L�M�W���H�E�X�E�W�L�I�I�X���E�V�I���W�Y�F�N�I�G�X���X�S���G�L�E�R�K�I�����8�L�I���G�Y�W�X�S�Q�I�V���M�W���V�I�W�T�S�R�W�M�F�P�I���J�S�V��
checking and verifying the extent to which the Information contained in this publication is applicable to an order at the time the order is placed.

All Information given herein is believed to be accurate and reliable, but it is presented without guarantee, warranty, or responsibility of any kind, expressed or implied.

�7�X�E�X�I�Q�I�R�X�W���S�J���W�Y�M�X�E�F�M�P�M�X�]���J�S�V���G�I�V�X�E�M�R���E�T�T�P�M�G�E�X�M�S�R�W���E�V�I���F�E�W�I�H���S�R���/�)�1�)�8���)�P�I�G�X�V�S�R�M�G�W���'�S�V�T�S�V�E�X�M�S�R�m�W�����p�/�)�1�)�8�q�
���O�R�S�[�P�I�H�K�I���S�J���X�]�T�M�G�E�P���S�T�I�V�E�X�M�R�K���G�S�R�H�M�X�M�S�R�W���J�S�V���W�Y�G�L��
�E�T�T�P�M�G�E�X�M�S�R�W�����F�Y�X���E�V�I���R�S�X���M�R�X�I�R�H�I�H���X�S���G�S�R�W�X�M�X�Y�X�I���i���E�R�H���/�)�1�)�8���W�T�I�G�M�¤���G�E�P�P�]���H�M�W�G�P�E�M�Q�W���i���E�R�]���[�E�V�V�E�R�X�]���G�S�R�G�I�V�R�M�R�K���W�Y�M�X�E�F�M�P�M�X�]���J�S�V���E���W�T�I�G�M�¤���G���G�Y�W�X�S�Q�I�V���E�T�T�P�M�G�E�X�M�S�R���S�V���Y�W�I����
The Information is intended for use only by customers who have the requisite experience and capability to determine the correct products for their application. Any 
technical advice inferred from this Information or otherwise provided by KEMET with reference to the use of KEMET’s products is given gratis, and KEMET assumes no 
obligation or liability for the advice given or results obtained.

Although KEMET designs and manufactures its products to the most stringent quality and safety standards, given the current state of the art, isolated component 
failures may still occur. Accordingly, customer applications which require a high degree of reliability or safety should employ suitable designs or other safeguards 
���W�Y�G�L���E�W���M�R�W�X�E�P�P�E�X�M�S�R���S�J���T�V�S�X�I�G�X�M�Z�I���G�M�V�G�Y�M�X�V�]���S�V���V�I�H�Y�R�H�E�R�G�M�I�W�
���M�R���S�V�H�I�V���X�S���I�R�W�Y�V�I���X�L�E�X���X�L�I���J�E�M�P�Y�V�I���S�J���E�R���I�P�I�G�X�V�M�G�E�P���G�S�Q�T�S�R�I�R�X���H�S�I�W���R�S�X���V�I�W�Y�P�X���M�R���E���V�M�W�O���S�J���T�I�V�W�S�R�E�P���M�R�N�Y�V�]���S�V��
property damage.

�%�P�X�L�S�Y�K�L���E�P�P���T�V�S�H�Y�G�X�i�V�I�P�E�X�I�H���[�E�V�R�M�R�K�W�����G�E�Y�X�M�S�R�W���E�R�H���R�S�X�I�W���Q�Y�W�X���F�I���S�F�W�I�V�Z�I�H�����X�L�I���G�Y�W�X�S�Q�I�V���W�L�S�Y�P�H���R�S�X���E�W�W�Y�Q�I���X�L�E�X���E�P�P���W�E�J�I�X�]���Q�I�E�W�Y�V�I�W���E�V�I���M�R�H�M�G�X�I�H���S�V���X�L�E�X���S�X�L�I�V��
measures may not be required.

  KEMET is a registered trademark of KEMET Electronics Corporation.


