187[4.78] HEX

MAX. POTTING RISE
=.040[1.02] TYP.

MOUNTING SURFACE

TIN PLATED BUSHING

.050[1.27] MIN. SOLDERABLE
{ LENGTH BOTH ENDS.

#8—32UNC—2A

¢o4o[102]-—~/////////,/

SILVER PLATED
COPPER LEAD

>t SGoi
.062[1.58] §
*{.138[3.51] T
1 2384.031
.025[0.64] [6.05]

#

BOTH ENDS

TO BE FLAT ©

NOTES:
1. SUGGESTED MTG. HOLE @.177
2. HARDWARE IS INCLUDED

CAPACITANCE 1500pF MIN,
TEMP., RANGE -55°C TO +125°C
CURRENT 15 AMP
WIORKING 83°C 250 VIDC
VOLTAGE 125°C 125 VIDC
DC
RESISTANCE 01 Ohns MAX
I.L.=25°C, NO LOAD
10MHz o>dB
50MHz N/A
100MHz 35dB
300MHz N/A
1GHz 60dB
10GHz 60dB
SCHEMATIC
T T
MARKING
PART: S059 (FAIRVIEW)
S059 M (MEXICO)
BAG: 1250-059
DATE CODE
QTY/BAG (200 MAX.)

= 5 |TOLERANCES UNLESS
© | & Z |OTHERWISE SPECIFIED FAIRVIEW
| ' |Froctins+ 1/64 PENNSYLVANIA
= : DE’C. .XXi SPECTRUM CONTROL INC,
i 2 [Dec. xxxx 010 |Dwn JKAUFFMAN |Description
| w |Angles 0% 30° |Date 3-351-09 FLTR, SING, Pi, BSHG, STD
= =
W | ZF |CODE IDENT. NO.|Apvd
S| 5| ousee s | 12007009




