187[4.75] HEX

&

.050[1.27] MIN.
NOTE 2

#B3—32UNC—2A

$0.040[1.02]
SOLDER COATED COPPER LEAD

CAPACITANCE  [1500pF GMV
SOLDER COATED BUSHING TEMP. RANGE | —5SeC 10 2155°C
CURRENT 15 AMP MAX
WIORKING 125°C 85 VAC
VOL TAGE 125°C 125 VDC
DC
RESISTANCE 01 Ohms MAX
‘ ‘ .L.=25C, NO LOAD
4MHz 3dB
100MHz 20dB
* 500MHz 40dB
T 1GHz 50dB
.063[1.60] 10GHz2 50dB
f t SCHEMATIC T
137[3.48] 410[10.42]+.020  |MARKING:
‘ PART: M15733/44-0002 C(4PT.
BAG:
253[643]i010 MIL 15733/44-0002
OLSP2
DATE CODE
.050[1.27] MIN. [oaeC BOVAL
+ NOTE 2 10A
QTY/BAG <100 MAXD
P.0O. NO.
NOTE: PACKAGE MARKED SAME AS BAG

\Eg

NOTES:

1. HARDWARE IS INCLUDED
2. SOLDERABLE AREA

= 5 |TOLERANCES UNLESS .
3 2 > | & Z |DTHERWISE SPECIFIED apl & FAIRVIEW
+ | o Fractions+ 1/64 technologies corp. PENNSYLVANIA
M~ g < — |Dec. xx* —
L % 2 [Dec. xxxx 010 [P KAUFFMAN |Description
© g 0| w |Angles *0° 30° Jhate 11-05-14 Pi FILTER
A =
Z |CODE IDENT. NO.Jtnor B.DEVINE
5165161 & OLsP2 e NONE 1 91—/762—005




